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The double SM Coulter 

has a narrow Tungsten 

tipped, rigid tine that is 

angled forward for positive 

penetration with minimum 

soil disturbance. Fertiliser 

is placed directly behind 

the tip with seed placed 

above encouraging strong 

root development. 

Two separate metering 

shafts each with their 

own variator drivelines 

ensure that accurate, 

independent rates of 

seed and fertiliser are 

achieved. The sliding 

roller of the seed shaft 

accommodated a wide 

variety of seed types.

The SD Grain and Fert 

seed drill features a split 

hopper with 424 / 442 

litre capacity for seed 

and fertiliser respectively. 

A hopper extension is 

available as an option, 

increasing the capacities 

to 490 / 510.

The new KRM Sola 3m SD-3115 Grain and 

Fertiliser model has been prompted by an 

increase in demand from growers looking to apply 

seed and fertiliser simultaneously to ensure the 

crop gets the best possible start.

 The G&F model offers 16 coulters giving a row 

spacing of 18.75cm – wide enough to make 

mechanical weeding a practical proposition. 

Heavy duty SM tine coulters work directly into 

unmoved soil, into min-till seed beds or ploughed 

land.

Double Outlet Coulter Double Metering Unit Split Hopper

The coulters are mounted in three rows on a heavy 

duty box frame with a stagger of 40cm to ensure free 

movement of trash without the risk of blockages. Each 

coulter mounting  incorporates an auto reset spring to 

protect against hidden objects below the soil surface.

Angled harrow tines follow the coulters to ensure that 

the seedbed is left level and firmed for good soil / seed 

contact and to retain moisture in dry conditions. Bout 

markers come as standard. Pre emergence markers 

are available as an option.

KRM SD3115 G&F 
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